IN THE SPECIFICATION 

Please rewrite the paragraph that appears at page 8, line 1, through page 11, 
line 8, as follows: 

Embodiments of the invention will now be described, by way of example 
only, with reference to the accompanying drawings, in which: 

Figure 1 schematically shows the components of an embodiment of the invention, together 
with the notional functional processing units and data stores into which the processing 
apparatus component may be thought of as being configured when programmed by 
programming instructions; 

Figure 2 shows an example to illustrate a 3D computer model comprising a triangle mesh 
defined in the input data processed by the apparatus in Figure 1 ; 

Figure 3 , which consists of Figures 3a, 3b, 3c and 3d, shows [[an]] examples to illustrate 
images defined in the input data processed by the apparatus in Figure 1; 

Figure 4 shows an example to illustrate a texture coordinate map generated by the 
processing apparatus in Figure 1 ; 



Figures 5 and 6 show an example to illustrate a texture map generated by the processing 
apparatus in Figure 1 ; 

Figure 7 shows the processing operations performed by the processing apparatus in Figure 

i; 

Figure 8 shows an example to illustrate a sequence of connected triangles in a triangle mesh 
identified in the processing at step S7-4 in Figure 7; 

Figure 9, which consists of Figs. 9a and 9b, shows the processing operations performed at 
step S7-4 in Figure 7; 

Figure 10 5 which consists of Figs. 10a and 10b, shows the processing operations performed 
at step S9-10in Figure 9; 

Figures 1 la to 1 Id show an example to illustrate the processing performed at steps SI 0-2 to 
SI 0-8 in Figure 10; 

Figures 12a and 12b illustrate an example to show how triangles may be defined at step 
S7-6 in Figure 7 in order to illustrate the processing performed at steps SI 0-8 and SI 0-10 
in Figure 10; 



Figure 13, which consists of Figs. 13a and 13b, shows the processing operations performed 
at step SI 0-8 in Figure 10; 

Figure 14, which consists of Figs. 14a and 14b, shows the processing operations performed 
at step S10-10 in Figure 10 and step S17-12 in Figure 17; 

Figure 15 shows an example to illustrate the data stored to define a triangle list at step S10- 
12 in Figure 10; 

Figure 16 shows an example to illustrate the data stored in the example of Figure 15; 

Figure 17, which consists of Figs. 17a and 17b, shows the processing operations performed 
at step S9-14 in Figure 9; 

Figure 18 shows the processing operations performed at step S7-6 in Figure 7; 

Figure 19, which consists of Figs. 19a, 19b and 19c, shows the processing operations 
performed at step SI 8-4 in Figure 18; 

Figures 20a to 20d show an example to illustrate the processing performed at step SI 9-6 in 
Figure 19; 



Figure 21, which consists of Figs. 21a and 21b, shows the processing operations performed 
at step SI 9-6 and SI 9-24 in Figure 19; 

Figure 22 shows the processing operations performed at step SI 9- 10 [[in]] and step SI 9-26 
in Figure 19; 

Figures 23a to 23j show an example to illustrate the processing performed at steps S22-2 to 
S22-8 in Figure 22; and 

Figure 24 shows an example to illustrate the processing performed at steps SI 8-8 and 
S18-10in Figure 18. 



